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Material Calculations Material Calculations �å�å�å�å�å�å�å�����‰�ä�V�å�å�å�å�å�å�å�����‰�ä�V 
 

Environmental Considerations Environmental Considerations �å�ä���‰�ä���V�å�ä���‰�ä���V 
 

Tools Used Tools Used �å�å�å�å�å�å�å�å�å�å�å�å�å�å�����‰�ä���V�å�å�å�å�å�å�å�å�å�å�å�å�å�å�����‰�ä���V  
  

PreparationPreparation  
Substrates �å�å�å�å�å�å�å�å�å�å�å�å�ä�����‰�ä���W 
Project Work Area �å�å�å�å�å�å�å�ä�ä�ä�����‰�ä���X 

Weather Resistant Barrier �å�å�ä�ä�ä�ä�ä�����‰�ä���X 
Wire Mesh / Lath �å�å�å�å�å�å�å�å�ä�ä  Pg. 4 

Scratch Coat �å�å�å�å�å�å�å�å�å�å�ä�å�����‰�ä���X 

Interiors (Cement Board) �å�å�å�å���‰�ä���X 

 
Mortar Mortar �å�å�å�å�å�å�å�å���‰�ä���X  

Types 
Mixing  
Bonding Agent 

 

InstallationInstallation  
       �å�����‰�ä���Y 
 

 

Trimming & Cutting Trimming & Cutting   
               

Applying Natural Applying Natural THINTHIN  Stone VeneerStone Veneer  
  

Filling & Finishing JointsFilling & Finishing Joints  
  

Care, Cleaning, and Maintenance  Care, Cleaning, and Maintenance    
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ArchesArches    �å�å�å�å�å�å�å�å�å�å�å�å�å�ä�ä�ä�ä�����‰�ä���Z  
Columns Columns �å�å�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�����‰�ä���Z  
Corners Corners �å�å�å�å�å�å�å�å�å�å�å�å�å�å���‰�ä���Z   
Drystacking Drystacking ((TightTight--Fit Joints)Fit Joints)  �å��Pg. 6  
Fireplaces Fireplaces �å�å�å�å�å�å�å�å�å�å�å�å�����‰�ä���Z   
Flashings Flashings �å�å�å�å�å�å�å�å�å�å�å�å�ä�ä�����‰�ä���[  
Floors, Walks, & Patios Floors, Walks, & Patios �å�å�ä�ä�ä�ä�ä�ä�����‰�ä���[  
Grade Level Grade Level �å�å�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�ä�����‰�ä���[  
Hearth, Trim, & KeyStones Hearth, Trim, & KeyStones �å�����‰�ä���[  
Interior Walls  Interior Walls  �å�å�å�å�å�å�å�å�å�ä�����‰�ä���X  
Sills & Windows Sills & Windows �å�å�å�å�å�å�å�ä�ä�ä�ä�����‰�ä���[  
Stone Patterns Stone Patterns �å�å�å�å�å�å�å�å�ä�ä�ä�����‰�ä���[  

Dimensional 
Random Ashlar 
Ledgestone 
Mosaic 
Travertine 

 

Codes & StandardsCodes & Standards  �å�å�å�����‰�ä���\  
  
Warranty InformationWarranty Information  .. Pg. 8 
 
 
 
 
 
 
 

NSVI highly recommends the installer read this document in its entirety before installing Natural THIN Stone Veneers.    The information contained is provided to explain the 
most commonly asked questions about stone installation.  The instructions, tips, and hints serve as general guidelines.  NSVI has neither liability, nor can be held responsible, to 
any person or entity for any misunderstanding, misuses, or misapplication that would cause loss or damage of any kind. Review and adhere to local building codes, and follow 
safety guidelines. If questions arise, please attempt to contact your local dealer first.  If the dealer cannot answer your question, call NSVI Technical Support:  111---920920920---251251251---243424342434. 
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